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(57) Abstract: The invention relates to an au- 
tomobile door comprising an outer module hav- 
ing a car body shell and forming an outer design 
surface of said automobile door, in addition to 
a unit carrier that is arranged on the side of the 
outer module facing the interior of the motor 
vehicle and that is connected to said outer mod- 
ule forming an interface. According to the in- 
vention, a sealing (100) extends along the in- 
terface (S) between the unit carrier (1) and the 
outer module (2), said sealing covering the in- 
terface (S) at least partly. 

(57) Zusammenfassung: Die Erfindung 
bezieht sich auf eine Kraftfahrzeugtur mit 
einer AuBenbaugruppe, die eine TurauBenhaut 
aufweist und eine auBere Designflache der 
Kraftfahrzeugtur bildet, und einem Aggregate- 
trager, der auf der einem Fahrzeuginnenraum 
zugewandten Seite der AuBenbaugruppe 
angeordnet und mit der AuBenbaugruppe unter 
Bildung einer Schnittstelle verbunden ist 
ErfindungsgemaB ist vorgesehen, dass entlang 
der Schnittstelle (S) von Aggregatetrager (1) 
und AuBenbaugruppe (2) eine Dichtung (100) 
verlauft, die die Schnittstelle (S) zumindest 
teilweise iiberdeckt. 
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